
LORD USER INSTRUCTIONS

MOPAR 05083855AA/LORD Fusor® 112B Metal Bonding 
Adhesive (Slow)

MOPAR 05083855AA/LORD Fusor® 112B metal bonding 
adhesive is designed for body panel repair/replacement 
and meets DCX specifi cation MS-CD507.

Usage
Metal Preparation
1. Grind the surface of all mating fl anges (not greater 

than 1 inch [25.4 mm]) to which MOPAR/LORD Fusor 
metal bonding adhesive will be applied. Make sure 
to remove any adhesive, e-coating, corrosion protec-
tion or zinc coating. If metal has a pewter appear-
ance, then not all of the zinc coating has been 
removed. The metal should be shiny in appearance. 
If sectioning, the seam will need a 10° bevel for a 
smooth transition into the existing panel.

2. Pre-fi t the new panel to ensure proper alignment.

Product Preparation
1. Insert the MOPAR/LORD Fusor two-component 

adhesive cartridge into the dispensing gun (MOPAR 
05016570AA).

2. Squeeze a small amount of MOPAR 05083855AA/
LORD Fusor metal bonding adhesive from each 
side of the cartridge. This will level the plungers and 
ensure that adhesive is coming out of both sides of 
the cartridge.

3. Attach the mixing tip and dispense a small amount 
of material to verify that the adhesive is evenly mixed 
and that the color is consistent.

Application
For further information, refer to DaimlerChrysler’s service 
information (e.g., Service Manual, Weld and Weld 
Bonding Publication, Non-Structural Sheet Metal Repair 
Manual Publication).

Technical Data
Work Time, minutes

@ 70°F (21°C) 70
@ 90°F (32°C) 35-40 

Full Cure Strength, hours @ 70°F (21°C) 8 
Handling Strength, hours @ 70°F (21°C) 2-1/2 to 3
Adhesive Sandability, hours @ 70°F (21°C) 1-1/2 to 2
Part Paintability, hours @ 70°F (21°C) 8
Lap Shear Strength, psi (MPa)
 ASTM D 1

Cold Rolled Steel 2100 (14.5); cohesive failure
Aluminum 2700 (18.6); cohesive failure

Torsional Impact Resistance, in-lb (N-m)
 DCX LP-463NB-01

Cold Rolled Steel No adhesive failure; >106 (>11.98)
Aluminum No adhesive failure; >106 (>11.98)

Cautionary Information
Before using this or any LORD product, refer to the Mate-
rial Safety Data Sheet (MSDS) and label for safe use and 
handling instructions.

For industrial/commercial use only. Must be applied by 
trained personnel only. Not to be used in household 
applications. Not for consumer use.



LORD provides valuable expertise in adhesives and coatings, vibration and motion control, and magnetically responsive technologies. Our 
people work in collaboration with our customers to help them increase the value of their products. Innovative and responsive in an ever-changing 
marketplace, we are focused on providing solutions for our customers worldwide . . . Ask Us How.
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Values stated in these instructions represent typical values as not all tests are run on each lot of material produced. For formalized product speci-
fi cations for specifi c product end uses, contact the Customer Support Center.

Information provided herein is based upon tests believed to be reliable. In as much as LORD Corporation has no control over the manner in which 
others may use this information, it does not guarantee the results to be obtained. In addition, LORD Corporation does not guarantee the perfor-
mance of the product or the results obtained from the use of the product or this information where the product has been repackaged by any third 
party, including but not limited to any product end-user. Nor does the company make any express or implied warranty of merchantability or fi tness 
for a particular purpose concerning the effects or results of such use.

Fusor and “Ask Us How” are trademarks of LORD Corporation or one of its subsidiaries. I-CAR and Industry Training Alliance are registered 
trademarks of Inter-Industry Conference on Auto Collision Repair. ASE is a registered trademark of the National Institute for Automotive Service 
Excellence.
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